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Lampu Sorot Bridgelux 1000W 125 Lm/W LED3030

LED Flood light

( Specification
LEDType 3030  LightEfficiency  125Lm/W
Power 1000W Frequency 50/60Hz
Input Voltage AC 165V-265V  Beam Angle 180"
ccr 6000K White Life Time 30000H
CRI Ra>60 IP Level P67
Power Factor >0.9 Anti Surge >6000V
Driver Efficiency >90% Mounting Height 100 meters

LED Flood light

Lampu Sorot Bridgelux 1000W 125 Lm/W LED3030, lebih terang dengan full watt dilengkapi anti-petir >6000V aman & andal dipakai outdoor

Rating: Not Rated Yet
Ask a question about this product

ManufacturerCahaya Glodok

Description
Lampu Sorot Bridgelux 1000W 125 Lm/W LED3030, lebih terang dengan full watt dilengkapi anti-petir >6000V aman & andal dipakai outdoor.
Dapat dipakai jangkauan lebih jauh dengan warna cahaya lampu putih 6000K dan sudut sinar lampu mencapai 180 derajat.

Baca juga produk lampu serupa lainnya LED Spot Floodlight 600W Circular LED.

Cocok digunakan sebagai penerangan untuk:

sebagai lampu sorot area pertambangan;

banyak dipakai untuk penerangan stadium olah raga;

penerangan lampu sorot outdoor industrial;

sebagai lampu untuk gudang pabrik;

lampu sorot lapangan parkir outdoor maupun indoor;

¢ untuk penerangan taman atau pedestrian;

dan berbagai kebutuhan lainnya sesuai fungsi dan kiegunaan jenis produk ini.

Spesifikasi produk lampu sorot Bridgelux 1000W powerfull ini:
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. model: OW9182

.tipe LED: SMD3030

. power lampu: 1000 watt

. rentang tegangan listrik: AC165~265V
. frequency: 50/60Hz

.warna cahaya: 6000K atau white

. color rendering index (CRI): Ra>60
power factor: >0.9

driver efficiency: >90%

tingkat kecerahan lampu: 125 lumen per watt
. sudut sinar lampu: 180°

. masa pakai LED: 30000 jam

. daya anti air dan debu level: IP67

14. anti petir (anti-surge): >6000V

. mounting height: 100M
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Reviews

There are yet no reviews for this product.
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